
DYNAMOMETRIC SHACKLE WITH RADIO TRANSMISSION5000M-WI
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tfrom 1  to 400(Higher capacities on request)

The dynamometric shackle 5000M-WI is perfectly designed for following applications :
SL - HOIST :Load indication on hoisting devices and EOT cranes 
SL - FORCE : Industrial weging / Force measurment on test bench 

- Sturdy design 
- Easy to install 
- Load pin : Stainless steel 
- Standard dimensions 
- Full range of reception electronics 
- Frequencies : from 2,4000 to 2,4835 GHz 
- Power : 10 mW, license : Exempted 
- Range : 500 m open field 
- Antenna : integrated 
- Ability to stand by 
- Ability of activation by radio 
- Remote control of the batteries 

5000M  :

Wireless load measuring shackle designed to measure a tension force.

Capacities

Applications

- from 1 to 400t (dimensions : see next page) 
- from 500t to 2000t (dimensions on request) 

Features

Available options (non exhaustive list)

Specifications SL - FORCE SL - HOIST
Repeatability error < ± 0.25 < ± 0.25 %  F.S.*

Linearity error < ± 0.5 < ± 1 %  F.S.*

Creep error over 30 min. < ± 0.3 < ± 0.3 %  F.S.*

Reference temperature 23 23 °C

Nominal temperature range -10...+45 -10...+45 °C

Service temperature range -25...+70 -25...+70 °C

Storage temperature range -50...+85 -50...+85 °C

Temperature coefficient of the sensitivity < ± 0.2 < ± 0.2 % F.S.*/10°C

Temperature coefficient of zero signal < ± 0.2 < ± 0.2 % F.S.*/10°C

Nominal sensitivity 1.5 1 mV/V

Safe load limit 150 200 % F.S.*

Breaking load > 300 > 500 % F.S.*

Static lateral force limit 100 150 %  F.S.*

Permissible dynamic loading 50 75 %  F.S.*

Reference excitation voltage. 3 VDC (2 x AA 
batteries)

3 VDC (2 x AA 
batteries) -

Consumption 65 mA 65 mA -

Current @ stand-by mode 20 20 µA

Autonomy @ normal mode (2 batteries) 1 month 1 month -

Autonomy @ 12 x 5mn/day mode (2 D batteries) 2 2 years

* F.S.: full scale.  
Specifications subject to change without notice. 
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