
PROCESS PANEL METERDISP-PAXP

Universal panel meter for using with industrial normalized signal.

- Full compatible with industrial normalized signal 4.20 mA and 0..10 V and also with Sensy
weighing, force and torque transducers with amplifier.
- Intuitive and easy programming
- High flexibility
- Many options
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CARD-CDC10  
- RS485 field bus communication interface 
- Available with crew terminals or DB9 connector 

 
 

 
CARD-CDC20  
-  RS-232C half duplex communication interface 
- Available with crew terminals or DB9 connector 

 
 

 
CARD-CDC50  
- Profibus-DP (EN 50170) communication interface 

 
 

 
CARD-CDL10 
- Analog output signal: 0-20 mA, 4-20 mA, or 0-10 VDC (*) 

 
 

 
CARD-CDS10 (already included in load limitation electronics) & 
CARD-CDS20 
- 2 or 4 set-points activationg each an independent relay 

 
 
 

 
 
 
 
It is possible to install up to 3 different option cards in the same panel meter. These options have to be of different type. 
Ex. :  CARD-CDS-20 + CARD-CDL10 + CARD-CDC20 is available 
  CARD-CDS20 + CARD-CDS10 or CARD-CDC10 + CARD-CDC20  is not available 
 
Full technical documentation available on request 
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